BUILT TO LAST
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DURABILITY.
INTELLIGENCE.
DOMINANCE.

Tideman Marine’s V Series* is a next-generation
fleet of Unmanned Surface Vessels (USVs) designed
for commercial and military maritime operations.
Built from rugged, corrosion-resistant gray High-
Density Polyethylene (HDPE), these USVs offer
unmatched survivability in the harshest ocean
environments.

These vessels combine autonomy, modular
payload capabilities, and mission flexibility to
redefine maritime presence—without a crew
onboard.

Equipped with cutting-edge autonomous
navigation systems, our USVs utilize GNSS/GPS and
sensor fusion technology to chart precise courses
without onboard crew intervention. Multiple
redundancy and fail-safe mechanisms ensure
reliable operation in complex and denied maritime
environments.

At the same time, an integrated sensor suite—
including radar, sonar, and high-definition cameras
—facilitates real-time environmental monitoring,
obstacle detection, and data collection.

From harbor security to long-range ISR
(intelligence, surveillance, reconnaissance),
hydrographic surveying to anti-submarine warfare
support, Tideman Marine’s V Series, the V is for
victory.
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Description:

Viper is designed for easy handling onshore or on ship
while still being capable of offshore use. Its compact size is
perfect for missions that require rapid deployment. Fits in
a 20' container (double the mission assets versus larger
vessels requiring 40' containers).

Key Benefits:

e Easier handling at FoBs with restricted material
handling equipment

e Quick response for time-sensitive missions

e Range extension with extended fuel options

SPECIFICATIONS

LENGTH 19' 3"
BEAM 7'8"
DRAFT 12"

DRY WEIGHT 5000 Ibs (with payload)
OPERATING WEIGHT 6000 Ibs
PAYLOAD CAPACITY 1000 Ibs

PAYLOAD AREA - ENCLOSED/DECK Configurable
PAYLOAD TYPE Sensor/Kinetic/Fuel
FUEL CAPACITY - US GALLONS 142 STD
PROPULSION 300 HP DIESEL OB 1
RANGE AT 6 KNOTS 1300+ nm
CRUISE SPEED AT SEA STATE 3 23 - 26 knots
CRUISE SPEED RANGE 500+ nm
SPRINT SPEED AT SEA STATE 3 41 knots
SPRINT SPEED RANGE 250+ nm
AUTONOMY PACKAGE STANDARD SM - 300
SENSOR PACKAGE Varies
AUTONOMY LEVEL Full/Override
GROUND TRASPORTATION Road Trailer
SHIPPING CONTAINER 20' Std Cube
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Description: Description:
Vigilant is our standard model and strikes the Valor is our largest model, built for operations in open
perfect balance between payload capacity and seas, with enhanced payload capacity, to include static
operational efficiency. This mid-size vessel is cargo or offensive capabilities. This platform has
tailored for extended missions, offering improved advanced sensor integration and greater autonomy.
endurance and stability without compromising on This vessel is engineered for high-demand tasks in
speed. Fits in a 40' container. challenging maritime environments.
Key Benefits: Key Benefits:

e Superior balance of speed and stability * Maximum payload and sensor capacity for

comprehensive missions

e Versatile platform suitable for varied mission . o
P ¢ Redundant safety systems ensuring mission

profiles success
e Range extension with extended fuel options e Range extension with extended fuel options
LENGTH 26'3"-32'10" LENGTH 32'10"-45"11"
BEAM 7'8", 86", 10 BEAM 10'or 12'
DRAFT <1'-8" DRAFT <1'-8"
DRY WEIGHT <9000 Ibs (with payload) DRY WEIGHT <13000 lbs (with payload)
OPERATING WEIGHT up to 9000 Ibs OPERATING WEIGHT up to 25000 Ibs
PAYLOAD CAPACITY up to 5000 Ibs PAYLOAD CAPACITY up to 15000 lbs
PAYLOAD AREA - ENCLOSED/DECK Configurable PAYLOAD AREA - ENCLOSED/DECK Configurable
PAYLOAD TYPE Sensor/Kinetic/Fuel PAYLOAD TYPE Sensor/Kinetic/Fuel
FUEL CAPACITY - US GALLONS 208 STD FUEL CAPACITY - US GALLONS 416 STD
PROPULSION 300 HP DIESEL OB 1or2 PROPULSION 300 HP DIESEL OB 2o0r3
RANGE AT 6 KNOTS 2000+nm RANGE AT 6 KNOTS 2000+nm
CRUISE SPEED AT SEA STATE 3 23 - 26 knots CRUISE SPEED AT SEA STATE 3 30 knots
CRUISE SPEED RANGE 500+ nm CRUISE SPEED RANGE 500+ nm
SPRINT SPEED AT SEA STATE 3 37 knots SPRINT SPEED AT SEA STATE 3 45 knots
SPRINT SPEED RANGE 300+nm SPRINT SPEED RANGE 400+nm
AUTONOMY PACKAGE STANDARD SM - 300 AUTONOMY PACKAGE STANDARD SM -300
SENSOR PACKAGE Varies SENSOR PACKAGE Varies
AUTONOMY LEVEL Full/Override AUTONOMY LEVEL Full/Override
GROUND TRASPORTATION Road Trailer GROUND TRASPORTATION Road Trailer
SHIPPING CONTAINER 40' Std Cube SHIPPING OPTIONS Flat Rack
WORKSHOP/SHOWROOM CORPORATE HEADQUARTERS TIDEMAN-MARINE.COM
5000 NW 5th Street 165 Flagship Drive P: 978.989.0203 C: 508.878.6261
Ocala, Florida 34482 North Andover, MA 01845 E: Sales@Tideman-Marine.com

*V Series USV model designs are proprietary and owned exclusively by Tideman Marine
© 2025 Tideman Marine. All rights reserved. No part of this publication may be reproduced without prior written permission from Tideman Marine.




